
Design flexibility: These drawings show just one option to be used as a guide.  Our product allows design flexibility regarding panel/recess size and weight, as well as stud support location, 
electrical location, and more. If your design requires changes to the dimensions shown in these drawings please contact Mark with Hidden Vision with any questions 208-287-8882 x2.
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 Adjustable clearance at the top of the = 2 5/8" 

Clearance Curve:
This is the path of the panel as it flips 
around, IF the panel is the height 
shown in these drawings.

This is an example of how the path of 
you panel will change if you increase 
the height of your panel by X
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Minimum
RECESSED OPENING Width = 47 1/4"

(must be wider than operable panel width)
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For 43" class TVs
(diagonal screen size)
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Hidden Vision TV Mounts

23 7/8" + X = Recessed Opening Height (Note: The bottom of 
the Flip-Around Mechanism must be 23 7/8” from the top of 
the recessed opening even if your opening height is greater.

29" + X + X  = Clearance measured to the TOP of the Cover 
Panel when VIEWING TV.  (Note: If you increase your panel 
height by 'X' amount, then this dimension increases 2X)

3 1/2" = The distance from the back of the recessed 
box to the back of your operable cover panel. (The 
Flip-Around Mechanism and TV occupy this space)

The total depth of the recessed opening depends 
on your design goal and panel thickness.  For 
example, this drawing shows a flush panel that is 
¾” thick.  So the total depth in 
this case is 4 1/4” (3/4” + 3 1/2”)      

5 1/8" + X = The distance to the Top of the Operable 
Panel when it is flipped open to watch TV

The open position is adjustable to allow clearance 
for a  thicker panel, deeper recess, and/or crown 
molding.  Call to discuss specific limitations.  

*** Support structure should run vertically. The supplied lag bolts can be 
used in 2x4 wall studs or 1-1/2" plywood as shown here. If needed, 
alternative fastening methods may be used such as insert 3/8" T-nuts 
inserted from the back of one layer of 3/4" plywood.  Call for details.

WEIGHT LIMIT: 
● 60 Lbs. Maximum (Including TV & Operable Cover) Call for heavy load customization
● The weight of a 43” TV ranges 14 to 21 Lbs.  
● A 3/4” panel cut to the size in this drawing (996 in3) :  Plywood (20-25lbs.) MDF (22-29lbs.) HDF (30-45bs) 

Note: This area between the 
wall mounting brackets can be 

deeper without restriction.  

** 1/8” Minimum clearance gap 
around operable panel.

*The operable panel can be increased to best fit your 
design. However, increase in Width must be also applied to 
the Rec. Opening Width.  This applies to the Height in most 
cases, however, the bottom of the panel can overlap the 

bottom of the recess (but not the top).  

 Minimum OPERABLE PANEL Width = 47" *

CABLE ACCESS AREA
Cables can pass into the wall anywhere 
within this outline.  (There are alternatives 
if needed. Contact us for more info.)
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The Wall Mounting Brackets can be adjusted left & right 

Built in drawings for model M3-BI-43-832/710
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